
35P024S & 35P048S & 35P096S & 35P100S

Diameter: Ø35mm
Height: 15.3mm
Step Angle: 15°, 7.5°, 3.75°, 3.6°

Typical Characteristics
Model Name 35P024S 35P048S 35P096S 35P100S

Step Angle 15° 7.5° 3.75° 3.6°

Drive Method 2-2 Phase 2-2 Phase 2-2 Phase 2-2 Phase

Drive Circuit Bipolar Unipolar Bipolar Unipolar Bipolar Unipolar Bipolar Unipolar

Drive Voltage 24 V 12 V 24 V 28 V 5 V 24 V 24 V 24 V

Current/Phase 0.35 A 0.5 A 0.4 A 0.45 A

Coil Resistance/Phase 8 50 7 100 3 110 5 100

Holding Torque (reference) 150 g-cm 200 g-cm 500 g-cm 550 g-cm 260 g-cm 320 g-cm 360 g-cm 400 g-cm

Torque Characteristics

Typical Outline
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0

100

200

300

400

500

0 200 400 600 800 1000 1200 1400 1600

Pull In (Bipolar)Pull Out (Bipolar)
Pull Out (Unipolar) Pull In (Unipolar)

Pulse Rate (pps)

To
rq

ue
 (g

-c
m

)

0

20

40

60

80

100

120

0 100 200 300 400 500 600 700 800 900 1000

Pulse Rate (pps)

To
rq

ue
 (g

-c
m

)

Pull Out (Unipolar)
Pull Out (Bipolar)

Pull In(Unipolar)
Pull In(Bipolar)

35P096S 35P100S

Pulse Rate (pps)

To
rq

ue
 (g

-c
m

)

0

100

200

300

400

0 200 400 600 800 1000 1200 1400 1600 1800 2000

Pull Out (Bipolar) Pull Out (Bipolar)
Pull Out (Unipolar) Pull In (Unipolar)

0

50

100

150

200

250
275

0 200 400 600 800 1000 1200 1400 1600

Pulse Rate (pps)

Pull Out (Bipolar) Pull In (Bipolar)
Pull Out (Unipolar) Pull In (Unipolar)

To
rq

ue
 (g

-c
m

)

0
ø

10
.0

-0
.1

15.31.5

0.8

49.0

42.0±0.2

2-ø3.5

or (2-M3)

ø
35

.0

6.
0


